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CST1002C Typical Performance Characteristics

0  1  2  3  4  5
0

 5

Figure1: Output Characteristics
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Figure 2: Typical Transfer Characteristics
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Figure 3:On-resistance vs. Drain Current
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Figure 7: Normalized Breakdown Voltage vs.
Junction Temperature
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Figure 9: Maximum Safe Operating Area
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CST1002C Test Circuit

Figure1:Gate Charge Test Circuit & Waveform

Figure 2: Resistive Switching Test Circuit & Waveforms

Figure 3:Unclamped Inductive Switching Test Circuit & Waveforms

CST1002C N-Ch 100V Fast Switching MOSFETs

 TEL: +86-0755-27595155 27595165
FAX: +86-0755-27594792
WEB:Http://www.ChipSourceTek.com
E-mail: Sales@ChipSourceTek.com     Tony.Wang@ChipSourceTek.com

矽
源

特
科

技

Ch
ip

So
ur

ce
Te

k



CST1002C SOT23 Mechanical tData

DIMENSIONS ( unit : mm )

Symbol Min Typ Max Symbol Min Typ Max

A 0.90 1.01 1.15 A1 0.01 0.05 0.10

bp 0.30 0.42 0.50 c 0.08 0.13 0.15

D 2.80 2.92 3.00 E 1.20 1.33 1.40

e -- 1.90 -- e1 -- 0.95 --

HE 2.25 2.40 2.55 Lp 0.30 0.42 0.50

Q 0.45 0.49 0.55 v -- 0.20 --

w -- 0.10 --
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