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CST150P04 Typical Electrical And Thermal Characteristics (Curves)

  Figure 1. Output Characteristics Figure 2. Transfer Characteristics 

  Figure 3. Power Dissipation Figure 4. Drain Current 

Figure 5. BVDSS vs Junction Temperature Figure 6. RDS(ON) vs Junction Temperature 
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CST150P04 Typical Electrical And Thermal Characteristics (Curves)

Figure 7. Gate Charge Waveforms Figure 8. Capacitance 

Figure 9. Body-Diode Characteristics Figure 10. Maximum Safe Operating Area 
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CST150P04 Test Circuit

CST150P04 P-Ch 40V Fast Switching MOSFETs

 TEL: +86-0755-27595155 27595165
FAX: +86-0755-27594792
WEB:Http://www.ChipSourceTek.com
E-mail: Sales@ChipSourceTek.com     Tony.Wang@ChipSourceTek.com

.3
$Æ

(¯0
��¶

Chip
Sou

rc
eT

ek



CST150P04 Package Mechanical Data-TO-252
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DETAIL A

L2
DETAIL A

TO-252

Ref.

Dimensions

Millimeters Inches

Min . Typ . Max. Min . Typ . Max .

A 2 . 10 2.50 0 .083 0 .098

A2 0 0 . 10 0 0 .004

B 0 .66 0 .86 0 .026 0 .034

B2 5 . 18 5 .48 0.202 0 .216

C 0 .40 0 .60 0 .016 0 .024

C2 0 .44 0 .58 0 .017 0 .023

D 5 .90 6.30 0 .232 0 .248

D1 5 .30REF 0 .209REF

E 6 .40 6.80 0 .252 0 .268

E1 4 .63 0 . 182

G 4 .47 4.67 0. 176 0 . 184

H 9 .50 10.70 0 .374 0 .421

L 1 .09 1.21 0 .043 0 .048

L2 1 .35 1.65 0 .053 0 .065

V1 7° 7°

V2 0° 6° 0° 6°

CST150P04 Reel Spectification-TO-252
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Ref.

Dimensions

Millimeters Inches

Min. Typ. Max. Min. Typ . Max.

W 15.90 16.00 16. 10 0.626 0.630 0.634

E 1.65 1.75 1.85 0.065 0.069 0.073

F 7.40 7.50 7.60 0.291 0.295 0.299

D0 1.40 1.50 1.60 0.055 0.059 0.063

D1 1.40 1.50 1.60 0.055 0.059 0.063

P0 3.90 4.00 4. 10 0. 154 0. 157 0. 161

P1 7.90 8.00 8. 10 0.311 0.315 0.319

P2 1.90 2.00 2. 10 0.075 0.079 0.083

A0 6.85 6.90 7.00 0.270 0.271 0.276

B0 10.45 10.50 10.60 0.411 0.413 0.417

K0 2.68 2.78 2.88 0. 105 0. 109 0.1 13

T 0.24 0.27 0.009 0.011

1 0. 10 0.004

10P0 39.80 40.00 40.20 1.567 1.575 1.583

t

t

P2
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	Figure A. Gate Charge Test Circuit & Waveforms
	Figure B. Switching Test Circuit & Waveforms
	Figure C. Unclamped Inductive Switching Circuit & 




