


CST30P02D Diode Characteristics

CST30P02D Electrical Characteristics (TJ=25 ℃, unless otherwise noted)

Symbol Parameter Conditions Min. Typ. Max. Unit
BVDSS Drain-Source Breakdown Voltage VGS=0V , ID=-250uA -20 --- --- V

△BVDSS/△TJ BVDSSTemperature Coefficient Reference to 25℃ , ID=-1mA --- -0.012 --- V/℃

RDS(ON) Static Drain-Source On-Resistance2
VGS=-4.5V , ID=-10A --- 10 15

mVGS=-2.5V , ID=-8A --- 13 18

VGS(th) Gate Threshold Voltage
VGS=VDS , ID =-250uA

-0.4 -0.7 -1.0 V
△VGS(th) VGS(th)Temperature Coefficient --- 2.94 --- mV/℃

IDSS Drain-Source Leakage Current VDS=-15V , VGS=0V , TJ=25℃ --- --- 1 uA

IGSS Gate-Source Leakage Current VGS=±12 V , VDS=0V --- --- ±100 nA

gfs Forward Transconductance VDS=-5V , ID=-10A --- 43 --- S

Qg





Fig.10 Switching Time Waveform Fig.11 Gate Charge Waveform

Fig.7 Capacitance
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Fig.9 Normalized Maximum Transient Thermal Impedance

Ciss

Coss

Crss

F=1.0MHz

Fig.8 Safe Operating Area
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CST30P02D P-Ch 20V Fast Switching MOSFETs

 TEL: +86-0755-27595155 27595165
FAX: +86-0755-27594792
WEB:Http://www.ChipSourceTek.com
E-mail: Sales@ChipSourceTek.com     Tony.Wang@ChipSourceTek.com

矽
源

特
科

技

Chip
Sou

rce
Tek



CST30P02D Package Mechanical Data-3')13333�8L-Single
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