
http://www.fetek.com.tw/


http://www.fetek.com.tw/


-0.0 -0.2 -0.4 -0.6 -0.8 -1.0 -1.2 -1.4
-0.01

-0.1

-1

-2

-0 4 -5
-0.0

-0.5

-1.0

-1.5

-2.0

-2.5

-3.0

-0.5 -0.6 1.0 -1.1 -1.2
300

400

500

600

700

800

900

1000

1100

1200

-1 -2 -3 -4 -5
300

400

500

600

700

800

900

1000

-0 -1 -2 -3 -4
-0.0

-0.5

-1.0

-1.5

-2.0

-2.5

25 50 75 100 125
-0.0

-0.2

-0.4

-0.6

-0.8

T
a
=100℃

 VSD
IS   —  —   

T
a
=25℃

S
O

U
R

C
E

 C
U

R
R

E
N

T
   

 I S
   

(A
)

SOURCE TO DRAIN VOLTAGEVOLTA
SD

V)(

V
GS

=-4V,-5V

V
GS

=-3V

V
GS

=-2.5V

V
GS

=-1.5V

T
a
=25℃

Pulsed

Output Charact eristics

V
GS

=-2V

D
R

A
IN

 C
U

R
R

E
N

T
   

 I D
   

 (
A

)

-1 -2 -3 -

DRAIN TO SOURCE VOLTAGE    V
DS

    (V)

V
GS

=-4.5V

T
a
=25℃

Pulsed

O
N

-R
E

S
IS

T
A

N
C

E
   

 R
D

S
(O

N
)   

 (
m


)

-0.7 -0.8 -0.9 -

DRAIN CURRENT    I
D
    (A)

——  IDRDS(ON)

V
GS

=-1.8V

V
GS

=-2.5V

T
a
=25℃

T
a
=100℃

I
D
=-1A

 —— 

O
N

-R
E

S
IS

T
A

N
C

E
   

 R
D

S
(O

N
)   

 (
m


)

GATE TO SOURCE VOLTAGE    V
GS

    (V)

VGSRDS(ON)

Pulsed

Pulsed

V
DS

=-3V

Pulsed

D
R

A
IN

 C
U

R
R

E
N

T
   

 I D
   

 (
A

)
GATE TO SOURCE VOLTAGE    V

GS
    (V)

Transfer C h  aracteristics

T
a
=100℃T

a
=25℃

I
D
=-250uA

Threshold Voltage

T
H

R
E

S
H

O
LD

 V
O

LT
A

G
E

   
 V

T
H
   

 (
V

)

JUNCTION TEMPERATURE    T
J
    (℃)

CST3139

 TEL: +86-0755-27595155 27595165
FAX: +86-0755-27594792
WEB:Http://www.ChipSourceTek.com
E-mail: Sales@ChipSourceTek.com     Tony.Wang@ChipSourceTek.com

矽
源

特
科

技

Chip
Sou

rc
eT

ek

http://www.fetek.com.tw/


CST3139 Package Mechanical Data-SOT-523-3L
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