
  

   

   

    

     

   

    

  

    

    

    

     

   



       

       

    

    

   

  

 

   

   

  

     

     

  

 

   

   

     

 

   

     

  

Symbol Parameter Conditions Min. Typ. Max. Unit

BVDSS Drain-Source Breakdown Voltage VGS=0V , ID=250uA 40 --- --- V

RDS(ON) Static Drain-Source On-Resistance2
VGS=10V , ID=12A --- 6.9 8.5

m
VGS=4.5V , ID=10A --- 10.0 15

VGS(th) Gate Threshold Voltage VGS=VDS , ID =250uA 1.35 --- 3 V

IDSS Drain-Source Leakage Current
VDS=32V , VGS=0V , TJ=25℃ --- --- 1

uA
VDS=32V , VGS=0V , TJ=55℃ --- --- 5

IGSS Gate-Source Leakage Current VGS=±20V , VDS=0V --- --- ±100 nA

Rg Gate Resistance VDS=0V , VGS=0V , f=1MHz --- 1.7 --- 

Qg Total Gate Charge (4.5V)

VDS=20V , VGS=4.5V , ID=12A

--- 5.8 ---

nCQgs Gate-Source Charge --- 3 ---

Qgd Gate-Drain Charge --- 1.2 ---

Td(on) Turn-On Delay Time

VDD=15V , VGS=10V , RG=3.3

ID=1A

--- 14.3 ---

ns
Tr Rise Time --- 5.6 ---

Td(off) Turn-Off Delay Time --- 20 ---

Tf Fall Time --- 11 ---

Ciss Input Capacitance

VDS=15V , VGS=0V , f=1MHz

--- 690 ---

pFCoss Output Capacitance --- 193 ---



   

        

         

CSTS60J04F Typical Characteristics

Fig.1 Typical Output Characteristics Fig.2 On-Resistance vs G-S Voltage

Fig.3 Source Drain Forward Characteristics Fig.4 Gate-Charge Characteristics

Fig.5 Normalized VGS(th) vs TJ Fig.6 Normalized RDSON vs TJ
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Fig.8 Safe Operating Area

Fig.9 Normalized Maximum Transient Thermal Impedance

Fig.7 Capacitance

Fig.10 Switching Time Waveform Fig.11 Unclamped Inductive Waveform
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CSTS60J04F DFN5060-8L Package Information
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