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HAA9206B D 6.5W
HAA9206B HAA9206B
HAA9206B EMI 4 ® D 2 -10dB
D [
HAA9206B PSRR o 6.50W(VDD=5.5V,RL=2Q THD+N=10%)
HAA9206B RF ® 3.98W(VDD=5.5V,RL=4Q THD+N=10%)
PWM PCB [ 2.5V t0 5.5V
, 90% , ®
HAA9206B () POP-click
o (<1uA)
® OCP OTP UVLO
HAA9206B
OCP OTP UVLO HAA9206B
POP-click °
() /
HAA9206B ESOP8 ® /USB
HAA9206B
SDB
>2.3V 1
1.2V~2.1V
<0.35V( )
2
(10 >2.8V)
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HAA9206B D
HAA9206B
HAA9206B(Top View)

HAA9206B

I D N VS U
1 SDB
2 Bypass
3 NC
4 INN
5 OUTN
6 VDD
7 GND
8 OUTP

9(Thermal Pad) GND
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HAA9206B D

6.5W

HAA9206B ESOPSL 4000 / ( )
HAA9206B
VDD -0.3t0 6.0 \
VI -0.3to VDD+0.3 \Y
TA -40°C to 85°C °C
TJ -40°C to 125°C °C
TSTG -65°C to 150°C °C
TSLD 300°C, 5sec °C
HAA9206B
VDD VDD 25 55 \Y
SD 1.3 5.5
VIH VDD=5.0V \Y
MODE 1.3 55
SD 0.35
VIL VDD=5.0V \Y
MODE 0.35
HAA9206B

(Junction to Ambient)

6 JA

40

°CIW

(Junction to Case)

6 JC

11

°CIW
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HAA9206B D 6.5W
HAA9206B (Rin=22KQ Ci=0.1uF R.=4Q, f=1KHZ T =25°C, 1 )
b 1 VDD=5.0V,Vin=0.3V ,RL=4Q,AGC MODE1 2.54 W
° VDD=3.7V,Vin=0.3V ,RL=4Q,AGC MODE1 1.37
VDD=5.0V,Vin=0.3V ,RL=4Q,AGC MODE1 0.72
THD+N %
VDD=3.7V,Vin=0.3V ,RL=4Q,AGC MODE1 0.84
Tat 100 ms
Trl 630 ms
HAA9206B (Rin=22KQ Ci=0.1uF R.=4Q, f=1KHZ T =25°C, 2 )
b 2 VDD=5.0V,Vin=0.3V ,RL=4Q,AGC MODE2 2.54 W
° VDD=3.7V,Vin=0.3V ,RL=4Q,AGC MODE2 1.37
VDD=5.0V,Vin=0.3V ,RL=4Q,AGC MODE2 0.74
THD+N %
VDD=3.7V,Vin=0.3V ,RL=4Q,AGC MODE2 0.86
Tat 50 ms
Trl 320 ms
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HAA9206B D 6.5W
HAA92068 D

VDD =3.7V, Gain=23dB, R. =4Q, T =25AC, unless otherwise noted)
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HAA9206B D 6.5W
HAA9206B
(Rin)
HAA9206B (Rin) 0.35V SDB
Rf) 1.2V~2.1V HAA9206(B)-R D
SDB 2.3V
Rt (Y HAA9206B D
AV:Rin 5K (V) 1 SDB
HAA9206(B)-R
Rin (HAA9206B
5KQ) Rf  400KQ( (o 02.8V)
) 1. D 1
22K

Av =400/ (22+5) 14.8 23.4dB

(Cin)

. 1 2 D 2
" 2 *(Rin 5K)*Cin

Cin
POP
POP
3 D
Bypass Csyp
POP
POP
HAA9206B
SDB 165
HAA9206B 15
SDB
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HAA9206B D 6.5W
HAA9206B (ESOPS8L)
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HAA9206B D 6.5W

HAA92068B

V1.0

TEL: +86-0755-27595155 27595165 9/9
FAX: +86-0755-27594792

WEB:Http://www.ChipSourceTek.com

E-mail: Sales@ChipSourceTek.com  Tony.Wang@ChipSourceTek.com



